
VSK321B Smoke Vent Call Point 

With status indication and reset 

Specifications: 
 
Supply Voltage:    24V DC +/- 20%  

Dimensions:    125x125x36mm  (WxHxD) 
Colour:     Orange 
Mounting:     Surface mounting 
Features:     ● Easy installation and operation 

      ● Keyed door for service access 

      ● Breakable glass for emergency operation (replaceable) 

      ● Full status indication of a single zone control panel 

      ● Compatible with most single zone control panels 

      ● Possible smoke detector connection at call point terminals 

      ● Monitored cable with end of line terminator (jumper selected) 

      ● Terminals numbered and sequenced to match the SVM   

         control panel (still compatible with other panels) 

 

 

 

Description: 
 
The VSK321B was designed for easy installation in standard smoke control systems.  The 
possibility of including the smoke detector connections from the call point also provide a more 
advanced scenario than most other systems.  The updated terminals make following installation 
diagrams even easier. 
Easy installation with clear marked connections, and numbering to match the SVM24 control 
panel. 
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SVM Basic Connection Detail: 
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VSK321B Smoke Vent Call Point 

With status indication and reset 

Schematic Diagram 

SVM CONTROL PANEL
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VSK321B CIRCUIT DIAGRAM
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Mounting & Installation 
 
 
▪OPEN THE ORANGE HOUSING USING THE SUPPLIED KEY. 
▪REMOVE THE CIRCUIT BOARD BY RELEASING THE RETAINING TAB IN THE BOTTOM 

LEFT CORNER (SEE OVERLEAF FOR LOCATION). 
▪USE THE PROVIDED TEMPLATE TO DRILL FIXING HOLES (USE SUITABLE FIXINGS 

FOR MOUNTING SURFACE). 
▪KNOCK OUT THE CABLE ENTRY ON REAR OF HOUSING, OR USE 20MM GLANDS 

TOP AND/OR BOTTOM OF HOUSING.. 
▪PLACE THE CIRCUIT BOARD INTO THE HOUSING ENSURING THE RETAINING CLIP 

HOLDS IT IN PLACE. 
▪MAKE CONNECTIONS AND FIT JUMPERS AS REQUIRED. 
▪REMOVE THE SERVICE PAPER FROM THE DOOR. 
▪CHECK CONNECTIONS, TEST OPERATION AND CLOSE THE DOOR. 

Jumper Descriptions 
 
FITTING 10K JUMPER PUTS 10K RESISTANCE ACROSS 
TERMINALS 13 AND 14.  JUMPER FITTED AS DEFAULT. 
 
FITTING 2K2 JUMPER MAKES FIRE BUTTON SHORT FROM 
14 TO 13 WHEN PRESSED.  ONLY USED FOR CERTAIN 
APPLICATIONS WHERE 2K2 RESISTANCE ON FIRE LINE IS 
NOT REQUIRED, OR FITTING CUSTOM FIRE LINE 
RESISTOR IS DESIRED.  JUMPER NOT FITTED AS 
DEFAULT. 


