
RV/S6A Smoke Vent Window 

 Centre Pivot With Actuator 1140x1180mm  

Specifications: 
 
Supply Voltage:    24V DC +/- 20%  

Dimensions:    1140x1180mm 
Finish:     White painted pine internal 
Features:     ● Applicable roof pitch: 15-60deg 

      ● Tested to EN12101-2 

      ● Opens fully within 60sec 

      ● Centre pivot roof window 

      ● Toughened outer glass 

      ● Pre-installed actuator 

      ● Double low-e coating 

      ● Easy installation for a roofing contractor 

Description: 
 
Electrically operated centre pivot roof window designed for smoke and heat ventilation in case of 
emergency.  Combined with our control system, on the detection of smoke the control system 
automatically opens the window.  The window can be aopened manually, or on a signal from the 
fire system. 
 
Requires a suitable flashing kit; 
 

• RV/S6A/KUF/UNI  Dakea Flashing Kit for S6A Smoke Vent - UNIVERSAL  
• RV/S6A/KSF/SLATE Dakea Flashing Kit for S6A Smoke Vent - SLATE  
• RV/S6A/KFP/TILE  Dakea Flashing Kit for S6A Smoke Vent - PLAIN TILE  

 

 

 

© 2026 Ventlux Ltd 

Revision 1.0 2026 

 

 

sales@ventlux.co.uk 


